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0.5‐mm‐thick walls  and  rapidly water‐quenching.    The  quartz‐tube water  quenching 
method was  found  to be more efficient  in  terms of glass  formation  than copper‐mold 




Amorphous  tensile‐test  specimens  were  produced  by  water‐quenching  round 





Rectangular  beams  for  flexure measurements were prepared  by  grounding  3‐mm 
diameter amorphous rods.  The beam specimens had thickness, B, of 2.1 mm, width, W, 
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in  three‐point  bending  with  a  support  span  of  15  mm.    The  notches  were  first 
introduced using a low‐speed diamond saw, and then sharpened using a razor‐micro‐
notching  technique.   Micro‐notches, with  a  root  radius of  5‐10  μm were obtained by 
repeatedly sliding a razor blade over the saw‐cut notch using a custom‐made rig, while 
continually  irrigating with  a  1  μm diamond  slurry.   Micro‐notches  resembling  sharp 
cracks with  initial crack  length, a, of ~ 1.0 mm, were generated  in general accordance 
with ASTM standardsS1.  Prior to testing, specimens were polished to a 1 μm diamond 
suspension surface finish on both faces. 







elastic  K‐field) must  be  small  enough  to  ignore,  thereby  placing  restrictions  on  the 
minimum specimen size relative to the crack size.  For a linear‐elastic KIc measurement, 
the crack‐tip plastic‐zone size must be typically an order of magnitude smaller than (i) 
the  in‐plane dimensions of crack  length a and remaining uncracked  ligament b (small‐
scale yielding condition), and (ii) the out‐of‐plane thickness dimension B (a condition of 
plane strain); i.e., a, b, B ≥ 2.5 (Kc/y)2, where σy is the yield strength.  For example, for a 
Kc  value  of  200  MPa.m1/2  and  y  value  of  1500  MPa,  this  leads  to  specimen  size 
requirements  such as  a,  b, B  ≥ 45 mm.   For nonlinear  elastic  J measurements,  similar 




(i.e.,  to overcome  the  size  constraints  for meeting  the  small‐scale yielding  conditions) 
while still properly accounting  for  the extension of  the crack, we here  implemented a 
crack‐tip opening displacement  (CTOD) approach.   This  is a nonlinear‐elastic  fracture 
mechanics methodology where measurements  of  CTOD,  t,  can  be  related  to  the  J‐
integral byS2: 
J = dnot                                                                (S1) 
where o  is defined as  the  flow stress  (the average of  the yield and ultimate stresses), 
and dn is a constant tabulated from the strain‐hardening exponent, n, of the materialS2.   
Upon  yielding,  it  is  well  established  that  metallic  glasses  locally  (i.e., within  an 
operating shear band) strain‐soften.  Consequently, when subject to pure tension, where 
the glass typically fails along a single shear band by unconstrained slipping, no global 
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strain  hardening  is  generally  detectable.    However,  when  subject  to  a  quasi‐stable 
loading  geometry  like  bending, where  the  glass  is  under  tension  on  one  side  of  the 
neutral  axis  and  under  compression  on  the  other,  generation  and  proliferation  of 
multiple shear bands  is possible  (depending on  the  toughness of  the glass), occurring 
predominantly on  the compression side.   The  intersection and multiplication of shear 
bands generally gives rise to compatibility stresses between deformed and undeformed 
regions, which  typically  induce a small apparent global hardening effect detectable  in 
the true stress‐stain response.  For the toughness measurements, this limited degree of 
strain  hardening  occurring  at  the  continuum  scale  is  essentially  sufficient  to  ensure 
“CTOD dominance” at the crack tip. 







specimens  in  situ  in  a Hitachi  S‐4300SE/N  ESEM  (Hitachi America,  Pleasanton, CA) 




kV  excitation  voltage.    The  crack‐tip  opening  displacement,  t,  was  measured 
graphically as the opening distance between the intercept of two 45‐lines drawn back 
from  the  tip  with  the  deformed  profile  (Fig.  S1),  as  derived  by  ShihS2  from  the 
Hutchinson‐Rice‐Rosengren (HRR) singularityS2‐5.  At each interval i, t is defined as: 
t = i ‐ o,                                                             (S2) 
where  i  is  the  actual  crack‐tip  opening  displacement  and  o  is  the  initial  crack‐tip 
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It’s  important  to note  that Eq.  (S1)  is valid  for both plane  strain  and plane  stress 
conditions, and as long as the HRR fields dominate.  In the large‐scale yielding regime 
(as  in  the present  case),  the  size  of  the  region dominated  by  the  singularity  fields  is 
dependent on  specimen geometryS3;  in  this  regime, ShihS2  shows  that  the  relationship 
between  J  and  t,  as  expressed  in  Eq.  (S1),  holds  under  large‐scale  plasticity  for  a 
hardening material when the uncracked ligament is subjected primarily to bending.   
To verify  this CTOD approach on a glassy material with a well‐known  toughness, 
we  compared  the  estimated  KJ  against  the  value  obtained  using  direct  J‐integral 
measurements.   However,  unlike  the  glass  presented  here, most monolithic metallic 
glasses in bulk dimensions do not exhibit rising R‐curves (i.e., they fail catastrophically 
soon  after  yielding  by  unstable  crack  extension),  thus  the  full  extent  of  the method 
cannot  be  assessed.    Instead,  the  method  was  implemented  on  a  ductile‐phase‐
reinforced metallic glass (Zr39.6Ti33.9Nb7.6Cu6.4Be12.5)S6, where the extended R‐curve is well 
documentedS7.   As  shown  in  Supplementary Figure  3, good  agreement was obtained 
between  the  two  methods,  but  most  importantly,  the  CTOD  method  is  shown  to 





glass  is  correlated  to  the  plastic  shearing  enabled  within  a  shear  band  prior  to 
nucleating a cavity  that will  initiate a crack.   Specifically,  the plastic zone  radius,  rp = 
Kc/y2,  is  correlated  to  the  number  of  activated  shear  events  enabled  prior  to  the 
activation of a cavitation event, denoted here by f: 
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Mg65Cu25Tb10 19.6 44.71 415 660 2 S8,S9 
La55Al25Ni5Cu10Co5 15.6 44.2 430 700 5 S8,S10,S11 
Fe58Co6.5Mo14C15B6Er0.5  74.0 177.0 790 3700 26.5 S12,S13 
Fe66Cr3Mo10C10B3P8 66.5 172.0 721 3100 39.3 S12,S14 
Fe70Ni5Mo5C5B2.5P12.5 57.3 150.1 696 2670 49.8 S15 
Zr55Cu30Ni5Al10  34.7 117.9 684 1650 43.3 S16-18 
Zr41.2Ti13.8Cu12.5Ni10Be22.5 34.1 114.1 618 1850 55 S8,S19 
Cu60Zr20Hf10Ti10 36.9 128.2 754 1950 67.6 S20 
Pt57.5Cu14.7Ni5.3P22.5 33.3 198.7 508 1400 81.5 S21 
Pd79Ag3.5P6Si9.5Ge2 31.1 171.6 613 1490 203 Present 
Table S1: Data for ten metallic glass systems used in the correlation given by Eq. (S4). 
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Supplementary Figure 1: Secondary electron micrographs taken after a three-point bending test on an 
unnotched Pd79Ag3.5P6Si9.5Ge2 glassy specimen. (a, b) A dense network of shear bands is observed in the 
tension side of the specimen along with an open crack that propagated in a stable fashion towards the center 
of the beam. The sample did not fracture catastrophically after undergoing the entire bending strain applicable 
by the xture; (c, d) Shear osets in the tension side are shown, that appear to be as long as 200 µm (see arrow 
in d). (e) Plastic-ow stabilization at the crack tip promoting stable crack growth, and (f ) plastic ow in the 
compression side.
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n = 0.129 +/- 0.013
Pd79Ag3.5P6Si9.5Ge2
Supplementary Figure 2: Engineering and true stress-strain curve for an unnotched 
Pd79Ag3.5P6Si9.5Ge2 glassy specimen tested in a three-point bending conguration. 
The serration at ~11% strain (engineering curve) marks the development of the crack seen 
in Supplementary Figure 1, and the decreasing loading response following the serration 
reects the loss of rigidity due to crack extension. The sample did not fracture catastrophically 
after undergoing 14% bending strain (see Supplementary Figure 1). A slight hardening response 
is evident in the true stress-strain curve, which can be attributed to multiplication and 
intersection of shear bands giving rise to local compatibility stresses. The strain-hardening 
exponent, n, was measured using the relationship: σT = CεT    , where σT and εT are, respectively, 
the true stress and strain, and C is a constant. 
n
































Zr 39.6 Ti 33.9 Nb 7.6 Cu 6.4 Be 12.5  (DH3)
Supplementary Figure 3: Comparison of R-curves derived using direct J-integral and 
CTOD methods for ductile-phase-reinforced metallic glass Zr39.3Ti33.9Nb7.6Cu6.4Be12.5. 
Good agreement between the two measurements techniques is shown.  The CTOD 
approach utilized in the present work can be seen to provide a somewhat conservative 
estimate of the fracture toughness.
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